
PNEUMATICALLY OPERATED SWITCH UNIT UNI-XU 
 
 

ITEM NO. DESCRIPTION REFERENCE 
1 PNEUMATIC CYLINDER KIT SU CYL 
2 (**) STANDARD JUMP CHAIN ASSEMBLY JCA 
2.1 SPROCKET` 17TS 25 

2.2 JUMP CHAIN AND LINK 08B-1/I.T.W 
2.3 ROLL RING TENSIONER RRT 
3 (**) SWITCH JUMP CHAIN ASSEMBLY  

3.1 SPROCKET 17TS 25 
3.2 JUMP CHAIN AND LINK SU-08B1/I.T.W. 
4  LINESHAFT BEARING (PILLOW BLOCK) LPB 25 
5 DRIVE BELT DBU 
6 JUMP BELTS DBUJ/ 75 
7 DRIVE SPOOL DSU 25 
8 COUPLING SPROCKET 14T /  ½” P 
9 COUPLING GUARD NG14 

       10 COUPLING CHAIN 08B-2 14C 
       11 UNIVERSAL JOINT UJ 25 

  12 NYLON TURNING WHEEL TW 
  13 *(**) ROLLER SET SU-RS-312 
  SU-RS-362 
  SU-RS-412 
  SU-RS-462 
  SU-RS-512 
  SU-RS-562 
  SU-RS-612 
  SU-RS-762 

 
Note:    * Spindles 8mm or 11mm hex.   (**) Specify inside track width. 
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